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		  Datasheet File OCR Text:


		  rj45 1000 base-t / dual usb combo jack, w/ leds, ext temp abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001:2008 ce r tified standard specifications ARJ-150C 18.85 x 27.40 x 30.52mm rohs /rohs  ii  com p li an t   schematics 2   f a r aday,   s u ite#   b   |   i r v ine   |  c a   9 2 6 1 8   revised: 06.30.15 p h .   9 4 9 . 5 46. 8 0 0 0   |   f ax.   9 4 9 . 5 4 6 . 8 0 0 1   v i s it  www . a b r aco n . c o m f o r   t e r m s   a n d   c onditio n s   o f   s a l e llc p ar am et e rs   mi n i m u m   t ypic a l   max i m u m   u nit s   n ot es   op er ating  t e m p er atu r e   - 4 0     + 8 5    c     sto r ag e  t em p er atu r e   - 4 0     +8 5    c     t u r n   r atio   (    5 % )   1 c t :1ct     t x   1 c t :1 c t     r x   i n d u cta n ce   ( oc l )   350        h   1 0 0 khz /0 . 1 v@ 8 m a   i n s er tio n   l o s s       - 1 . 0   d b   1 - 1 0 0 mh z   r etu r n   l o s s     - 2 0     d b   1 - 1 0 mh z     - 1 6     3 0 mh z     - 1 2     6 0 - 8 0 mh z   c r o ss  t alk   - 4 0       d b   1 - 1 0 mh z   - 3 5       3 2 - 6 0 mh z   - 3 0       6 0 - 1 0 0 mh z   c mr     - 3 0     d b   1 - 5 0 mh z     - 2 0     5 0 - 1 3 0 mh z   hi- p o t   150 0 vr m s /1 m a/1 sec     p r i to   sec  � support 1000 base-t applications w/ bi-color leds � extended temperature (-40c~85c) � network interface cards(nic), lan-on-motherboard(lom) and pc � suitable cat 3, 5e & 6 cable and utp � provides signal conditioning, emi suppression and signal isolation � compliant with ieee802.3ab standard � tab up rj45 jack + 2usb combo � high performance for maximum emi suppression ? 350h minimum ocl with 8ma bias current � rohs peak wave solder temperature 260c applications: features:

           mechanical dimensions abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001:2008 ce r tified rohs compliant             rec o mm ende d   p cb   l ayo ut   co m po nent  sid e  sh o w n   di m en s io ns :   m m   ( u nles s   o t herw is e  s pecif ied,  t o lera nces a re      0 . 2 5 )   2   f a r aday,   s u ite#   b   |   i r v ine   |  c a   9 2 6 1 8   revised: 06.30.15 p h .   9 4 9 . 5 46. 8 0 0 0   |   f ax.   9 4 9 . 5 4 6 . 8 0 0 1   v i s it  www . a b r aco n . c o m f o r   t e r m s   a n d   c onditio n s   o f   s a l e llc                               p eak temp e ra tu re  (t p ) : 250  10 o c   p eak temp e ra tu re  (t p ) tim e  : 5sec  max   wave  soldering profile      18.85 x 27.40 x 30.52mm rj45 1000 base-t / dual usb combo jack, w/ leds, ext temp ARJ-150C

 | abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001:2008 ce r tified rohs compliant                             packing: 44pcs/tray     2   f a r aday,   s u ite#   b   |   i r v ine   |  c a   9 2 6 1 8   revised: 06.30.15 p h .   9 4 9 . 5 46. 8 0 0 0   |   f ax.   9 4 9 . 5 4 6 . 8 0 0 1   v i s it  www . a b r aco n . c o m f o r   t e r m s   a n d   c onditio n s   o f   s a l e llc p eak t e m p erat u re(tp )  time  :  5 s ec m a x a t t e n t i o n : a b r a con   c o rpo r a t i o n ? s   p r odu c t s   a r e   c o ts  ?   c o mme r c i a l - o f f - t h e - s h e l f   prod u c t s ; s u i t a b l e for   c omm e r cial ,   i n d ust r i a l   and ,   whe re  d e s i g n a ted , a u t o m o t i v e a p p l i c ati o n s .     abr a c o n ? s   p r o duc t s a r e not  spec i f i c a l l y   d e s i g ned  for  milit ary ,   a v i a t i o n ,   a e r o spa c e ,   l i fe- d e p e ndan t m e dic al  applicat ion s   o r   a n y a p p l i c ation   r e q uir i n g h i g h   r e l i a b i l i t y   w h e re  c o m p onen t f a i l u r e c oul d res ult i n l o s s  o f   l i f e a n d / o r  p r ope r t y .   f o r  a p p l ications  r equi rin g h i g h   r e l i a b i l ity  a n d /or p r e s e n t i n g a n ext r e m e   o pera t i n g e nvi r o n m e n t , w r i tten   c o n s e n t  a n d  a u t h o r iza t i o n   fro m   a bra con   c o r p o r a t i o n  i s  r e q u i r e d.  p l e a s e   con t a c t abr a c o n c o r p o r a t i o n f or more   i n f o r m a t ion. p ac k agin g     40p c s/tr ay     p ac k agin g  m at erial :  pet                             ou te r  c ar ton u n it  (option al):  640  p c s/ 16 t r ays/box                                                 dimen sion s: c m     18.85 x 27.40 x 30.52mm rj45 1000 base-t / dual usb combo jack, w/ leds, ext temp ARJ-150C
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