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		  Datasheet File OCR Text:


		  uni soni c technologi es co., ltd   mc4560                                                                              linear integrated circuit   www.unisonic.com.tw                                 1 of 5  copyright ? 2018 unisonic technologies co., ltd                             qw-r105-014.c   du al operat i on al  am pli fi er  ?   descri pt i on   the utc  mc4560  is a dual operational amplifier suitable for  driving 20v peak-to-peak into 400 ?  loads. it offer many features  which provide the capability of wider bandwidth, and higher slew rate to make it ideal for active filt ers, data and telecommunications, and  many instrumentation applications.    ?   feat u res  *operating voltage             (4v~18v)  *wide gain bandwidth product.    (10mhz typ.)  *slew rate                    (4v /  ? s typ.)  *bipolar technology    msop-8 sop-8 dip-8 ?   orderi n g i n form at i on   ordering number  lead free  halogen free  package packing  mc4560l-d08-t mc4560g-d08-t  dip-8  tube  mc4560l-s08-r MC4560G-S08-R  sop-8  tape  reel  mc4560l-sm1-r mc4560g-sm1-r  msop-8  tape  reel    mc4560g-d08-t (1)packing type (2)package type (3)green package (1) t: tube, r: tape reel (2) d08: dip-8, s08:  sop-8, sm1: msop-8 (3) g: halogen free and lead free, l: lead free   ?   m ark i n g   dip-8  sop-8 / msop-8     

 mc4560                                                                              linear integrated circuit   u n i son i c t ech n ologi es co., lt d                   2 of 5               www.unisonic.com.tw   qw-r105-014.c   ?   pi n  con fi gu rat i on     12 3 4 87 6 5 out2 in2(-) in1(+) vcc- vcc+ out1 in1(-) in2(+)    ?   block  di agram       vcc+ vcc- in(-) in(+) output  

 mc4560                                                                              linear integrated circuit   u n i son i c t ech n ologi es co., lt d                   3 of 5               www.unisonic.com.tw   qw-r105-014.c   ?   absolu t e m ax i m u m  rat i n gs  (t a =25 ? c, unless otherwise specified)   parameter symbol ratings unit  supply voltage  v+/v-  18  v  differential input voltage  v i(diff)   30 v  input voltage  v in   15(note1) v  dip-8 500  mw  sop-8 300  mw  power dissipation  msop-8 p d   250 mw  operating temperature range  t opr   -20 ~ +75  ? c  storage temperature range  t stg   -40 ~ +125  ? c  note: 1. the absolute maximum input voltage is equal to  the supply voltage in case supply voltage less than 15v.  2. absolute maximum ratings are those values beyo nd which the device could be permanently damaged.  absolute maximum ratings are stress ratings only an d functional device operat ion is not implied.    ?   elect ri cal ch aract eri st i cs  (t a =25 ? c, v + /v -  =15v, unless otherwise specified)   parameter symbol test  conditions  min typ  max  unit input offset voltage  v i(off)  rs ? 10k ?    0.5  6  mv  input offset current  i i(off)      5  200  na  input bias current  i i(bias)      40  500  na  input resistance  r in    0.3  5    m ?   large signal voltage gain  gv  r l ? 2k ? , v out =10v 86  100    db  maximum output voltage 1  v om1  r l ? 2k ?  12  14    v  maximum output voltage 2  v om2  i out =25ma 10  11.5    v  input common mode voltage range  v icm    12  14    v  common mode rejection ratio  cmr  rs ? 10k ?  70  90    db  supply voltage rejection ratio  svr  rs ? 10k ?  76.5 90    db  operating current  i cc      4.3  5.7  ma  slew rate  sr      4    v/ ? s gain bandwidth product    gbp      10    mhz equivalent input nois e voltage  en  riaa, r s =2k ? , 30khz lpf    1.2    ? vrms  

 mc4560                                                                              linear integrated circuit   u n i son i c t ech n ologi es co., lt d                   4 of 5               www.unisonic.com.tw   qw-r105-014.c   ?   t y pi cal ch aract eri st i cs    open loop voltage gain, g v  (db) maximum output voltage swing, v opp (v)      maximum output voltage swing vs. load resistance 0.5 1612 load resistance, r l (k  ) 24 2 100 10 10 20 10 100 0.1 20 28 1k 500 equivalent input noise voltage vs.  frequency 0.2 1 5 1 frequency, f (hz) (v + /v -  =15v, ta=25  ) maximum output voltage swing, v opp (v) 200 100 0 50 equivalent input noise voltage, (         )   nv  hz (v + /v -  =15v, rs = 50, av = 60db, ta=25  )      operating current vs. temperature 0 2 0 ambient temperature, ta (  ) 6 75 13 -14 0 -13 125 75 -50 4 8 125 maximum output voltage swing vs.  temperature -25 100 -50 (v + /v -  =15v 14 15 -12 50 25 97 5 3 1 100 50 25 -25 ambient temperature, ta (  ) (v + /v -  =15v, r l = 2k  )  

 mc4560                                                                              linear integrated circuit   u n i son i c t ech n ologi es co., lt d                   5 of 5               www.unisonic.com.tw   qw-r105-014.c   ?   t y pi cal ch aract eri st i cs (cont .)     input offset voltage vs. temperature 0 -1.0 -2.0 ambient temperature, ta (  ) 1.0 75 50 0 0 20 125 75 -50 0 2.0 125 input bias current vs. temperature -25 100 -50 (v + /v -  =15v 70 9040 50 25 100 50 25 -25 ambient temperature, ta (  ) 8060 30 10 (v + /v -  =15v      maximum output voltage swing,  v om (v) operating current, i cc (ma)                        utc assumes no responsibility for equipment failures that result from using products at values that  exceed, even momentarily, rated values (such as maximum ratings, operating condition ranges,  or other  parameters) listed in products specifications of any and all utc products described or contained herein.  utc products are not designed for use in life support appliances, devices or systems where malfunction  of these products can be reasonably expected to result in personal injury. reproduction in  whole or in  part is prohibited without the prior written consent of the copyright owner. utc reserves the right to  make changes to information published in this document, including without limitation specifications and  product descriptions, at any time and without notice.  this document supersedes and replaces all  information supplied prior to the publication hereof.  




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of MC4560G-S08-R 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























